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ADDENDUM # 1 
 
 
 
 
 

CITY OF MILPITAS 
MILPITAS, CALIFORNIA 
ENGINEERING DIVISION 

 
CONTRACT DOCUMENTS AND SPECIFICATIONS 

FOR 
 

McCarthy Blvd. Lighting & Landscape Improvements Phase I  
Project No. 3402 

 
 
 
Date:  October 14 2014 
 
To: Plan Holders - Prospective Bidders of the subject project 
 
From:  Steve Erickson, CIP Manager 
 

SEE CHANGE IN BID DATE 

& 

ADDED PRE-BID CONFERENCE 
 
 
             
 
Attached is Addendum # 1 for the subject project. This addendum forms a part of the 
Contract Documents and modifies the Bid Documents as noted below. 
Acknowledgement of receipt of this addendum in the space provided in the Proposal is 
required. Failure to acknowledge an addendum may subject the bidder to 
disqualification.  
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At 2:00 PM on October 30, 2014, all bidders will submit their bids as set forth in 
bid documents and as amended by the following: 

 
ADDENDUM # 1 

 
 
REFER TO SPECIFICATIONS: 
 

1. Table of Contents 
 

A. Add:  Section E-22 “Decorative Metal” to Table of Contents. 
 
B. Add: Section E-23 “Painting & Graffiti-Resistant Coating” to Table of 
Contents. 

 
2. Section A-01 Notice Inviting Bids, Page 6 

 
A. Replace:  Paragraph 1 with the following: 
 

Notice is hereby given that the City of Milpitas shall receive sealed bids at City Hall, 1st floor Information 

Service Counter, 455 E. Calaveras Boulevard, Milpitas Ca, 95035 between the hours of 12:00 p.m. and 

2:00 p.m. on October 30, 2014. In accordance with Section 4104.5 of the Public Contract Code, bids 

received after the time specified in this notice shall be returned unopened. Bids received by the time 

specified will be opened in public at or about that hour for: McCarthy Blvd. Lighting & Landscape 

Improvements Phase 1 Project No. 3402 all as more particularly set forth in the drawings and specifications 

on file in the office of the City Engineer.   

 

B. Replace: Paragraph 2 with the following: 
 

Bidders wishing to submit bids prior to 12:00 p.m. on October 30, 2014 must contact (408) 586-3300 to 

arrange for receipt and drop off.  

 
C. Replace: Paragraph 5 with the following: 

 

Contractors bidding the project are required to attend the mandatory pre-bid conference prior to bidding.  

The pre-bid conference is scheduled for 10:00 am on Thursday October 2, 2014, 2:00 pm on Tuesday 

October 7, 2014, and 10:00 am on Tuesday October 21, 2014 and will be located on the northwest corner 

of Ranch Dr /McCarthy Blvd intersection. Bids will not be accepted from contractors that do not attend one 

of the pre-bid meetings. 

 

 C. Replace: Paragraph 13 with the following: 
 

Proposals will be reviewed by the City Engineer and scheduled to be presented to the City Council at the 

meeting of November 18, 2014 or thereafter, at which time the Council may accept or reject bids. 

 

3. Section A-07 Proposal, Page 17 
 

A. Replace:  Section A-07 Proposal with new proposal A-07R (pages 16-
19) see attached. 
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4. Section E-21 Landscape Planting, Page 201 

 
A. Replace: Paragraph 10 with the following: 
 

2. Shrubs/Groundcover in 1-gallon shall be measured on a per item basis including excavation, soils testing, 

soil preparation, soil amendments, imported top soil, fertilizers, maintenance, erosion control netting,  and 

1 year plant warranty associated with planting. 

 
B. Replace: Paragraph 11 with the following: 
 

3. Shrubs in a 2-gallon shall be measured on a per item basis including excavation, soils testing, soil 

preparation, soil amendments, imported top soil, fertilizers, maintenance, erosion control netting,  and 1 

year plant warranty associated with planting. 

 

C. Replace: Paragraph 12 with the following: 
 

4. Shrubs in a 5-gallon shall be measured on a per item basis including excavation, soils testing, soil 

preparation, soil amendments, imported top soil, fertilizers, maintenance, erosion control netting, and 1 

year plant warranty associated with planting. 

 

D. Replace: Paragraph 13 with the following: 
 

5. 24” Box Trees shall be measured on a per item basis including excavation, soil preparation, soil 

amendments, root barriers, imported top soil, fertilizers, staking, tree ties, pruning, maintenance, and 1 

year warranty associated with tree planting. 

 
 

5. Specifications 
 

A. Add:  Section E-22 “Decorative Metal” (total 5 pages) see attached. 
 
B. Add: Section E-23 “Painting & Graffiti-Resistant Coating” (total 11 
pages) see attached. 

 
REFER TO PLANS: 
 

1. Demolition Plan Sheet L1.3 
 

A. Replace: Sheet L1.3 with L1.3-R see attached. 
 

2. Planting and Layout Plan Sheet L2.3 
 

A. Replace: Sheet L2.3 with L2.3-R see attached. 
 

3. Irrigation Sheets L3.1-L3.8 
 

A. Revise: “California Department of Health” replaced with “SWRCB 
Division of Drinking Water” in review signature block. 

 
4. Irrigation Calculations Sheets L3.9-L3.12 
 

A. Remove:  CDPH/SBWR signature blocks. 
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EX.  WALL TO REMAIN

EX. MONUMENT TO
REMAIN

EX. FENCE/ SIGN TO
REMAIN

EX. MONUMENT TO
REMAIN

EX. SIGN TO REMAIN

REMOVE DAMAGED FENCE
PANEL.  CONTRACTOR
SHALL FIELD VERIFY

EX. FENCE/ SIGN TO
REMAIN

REMOVE WEEDS

REMOVE DAMAGED
LIGHT FIXTURES, S.E.D.

REMOVE LIGHT FIXTURES,
S.E.D.

EX. TREES TO REMAIN,
TYP. OF (3) IN THIS
AREA.

REMOVE WEEDS

REMOVE EX. SHRUBS
AND GROUNDCOVER

REMOVE EX. SHRUBS
AND GROUNDCOVER

EX. SIDEWALK TO
REMAIN

EX. WALL TO REMAIN

10'

10
'

15'

23'-5"

20'-5"

23'

17'

29'

29'

22'

22'

EX. WATER QUALITY
STATION TO REMAIN

EX. PG&E MANHOLE
TO REMAIN

EX. ELECTRICAL BOX
TO REMAIN

EX. ELECTRICAL BOX
TO REMAIN

CAUTION: EXISTING NITROGEN
AND GAS LINE ON EASTERN SIDE OF
MCCARTHY BLVD.  CONTRACTOR

SHALL FIELD VERIFY PRIOR TO
COMMENCEMENT OF WORKS.

DEMOLITION LEGEND

KEY MAP

EXISTING TREE TO BE REMOVED

EXISTING HEADER BOARD TO BE REMOVED, TYP.

EXISTING TREE TO REMAIN AND TO BE PROTECTED
DURING CONSTRUCTION, TYP.

4
L4.1

NOTE: CONTRACTOR SHALL REPAIR
EXISTING CURB IF DAMAGED DURING
CONSTRUCTION
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DEMOLITION PLAN

L1.3-R
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ABBREVIATIONS

EXISTING  SHRUBS AND GROUNDCOVER TO
BE REMOVED, TYP.

EXISTING DECOMPOSED GRANITE PATH
TO REMAIN, TYP.

WEED REMOVAL

EXISTING DECOMPOSED GRANITE TO BE
REMOVED, TYP.

SEE E1.0/E1.1 FOR ADDITIONAL
DEMOLITION INFORMATION

BW

ES

EW

FG

BOTH WAYS

EQUAL SPACES

EAST/WEST

FINISH GRADE

NTS

O.C.

PA

S.A.D.

S.C.D.

S.E.D.

S.S.D.

TBD

TYP.

NOT TO SCALE

ON CENTER

PLANTING AREA

SEE ARCHITECTURAL DRAWINGS

SEE CIVIL DRAWINGS

SEE ELECTRICAL DRAWINGS

SEE STRUCTURAL DRAWINGS

TO BE DETERMINED

TYPICAL

L.O.W. LIMIT OF WORK

EX EXISTING

1" = 16'
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EXISTING RETAINING
WALL TO REMAIN

INSTALL NEW METAL RAIL
ON EXISTING RETAINING
WALL TO MATCH EXISTING.
CONTRACTOR SHALL FIELD
VERIFY

EXISTING MONUMENT
TO REMAIN

2
RB

RN

25

13
LC

2
RB

9
LC

29

23

EXISTING MONUMENT
TO REMAIN

EX. TREES TO
REMAIN

3" MULCH,
SEE SPECS., TYP.

EX. SIGN

EX. MAINTENANCE
DRIVEWAY

3" MULCH,
SEE SPECS., TYP.

3" MULCH,
SEE SPECS., TYP.

EXISTING METAL RAIL/ SIGN
AND STONE WALL TO REMAIN
AND PROTECTED.  APPLY
NEW PAINT ON EXISTING
METAL RAIL PER SPECS.

EXISTING SIDEWALK TO
REMAIN

2
RB

2
RB

EXISTING STONE WALL
AND METAL RAIL TO
REMAIN AND PROTECTED.
APPLY NEW PAINT ON
EXISTING METAL RAIL PER
SPECS.

L4.2
5

Leymus condensatus 'Canyon Prince'
Canyon Prince Wild Rye

Rosa x noatraum
Carpet Rose Red

Rosa Banksiae
Lady Banks' Rose

KEY MAP

SEE PLANT LIST
FOR ADDT'L. INFO.

FOR ADDT'L INFO.

QUANTITY

QUANTITY

GROUNDCOVER

SHRUB NAME SEE PLANT LIST

PLANT LEGEND

QUANTITY
TREE NAME SEE PLANT LIST

FOR ADDT'L. INFO.

NOTE:

SEE SHEET L4.1 FOR PLANTING DETAILS.

##
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##
XX
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XX
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PLANTING AND LAYOUT PLAN

L2.3-R
8

PLANT PALETTE

1" = 16'

SHRUBS
Botanical Name Common Name Size SpacingSymbol

Dietes vegeta Fortnight Lily 5 Gallon 4'-0" o.c.DV

SpacingSizeCommon NameBotanical Name
TREES
Symbol

PLANT LIST

As Shown24" BoxCrape MyrtleLagerstroemia indica 'Tuscarora'LT

Botanical Name Common Name Size SpacingSymbol

Rosa x noatraum Red Carpet Rose 1 Gallon 4'-0" o.c.RN

Leymus condensatus 'Canyon Prince' Canyon Prince Wild Rye 5 Gallon 4'-0" o.c.LC

GROUNDCOVER

Coleonema pulchellum 'Sunset Gold' Golden Breath of Heaven 3'-0" o.c.CP 5 Gallon

6'-0" o.c.TA Trachelospermum asiaticum Asian Star Jasmine 1 Gallon

Rosa Banksiae Lady Banks Rose 2 Gallon 6'-0" o.c.RB
Rhaphiolepsis umbellata 'Minor' India Hawthorne 5 Gallon 4'-0" o.c.RU

Spacing

LOW

WUCOLS
LOW

Spacing

MOD

LOW

MOD

MOD

LOW
LOW

Polystichum munitum Western Sword Fern 1 Gallon 4'-0" o.c.PM MOD

Ceanothus griseus horizontalis Carmel Creeper 1 Gallon 6'-0" o.c.CG LOW
Festuca 'Elijah Blue' Elijah Blue Fescue 1 Gallon 1'-6" o.c.FE LOW

As Shown24" BoxLondon Plane TreePlatanus acerifoliaPA MOD



AMENDED TOPSOIL MINIMUM 2"
BELOW FINISH GRADE OF ADJACENT
CONCRETE MAINENANCE BANDS

EX. CONCRETE CURB
TO REMAIN IN PLACE

CONCRETE MAINTENANCE BANDS
SCALE:  1/2" = 1'-0"

1'-6"1'-6"

CONCRETE MAINTENANCE BAND
COLOR: WESTWOOD BROWN,
SCOFIELD INTEGRATED COLOR, SEE SPECS.
FINISH: SEE SPECS.

3/4" CLASS II AB COMPACTED
AGG BASE TO 95%

COMPACTED SUBGRADE
PER GEOTECH REPORT

EXPANSION JOINT

1
2" TYP

LONGITUDINAL #3
REBAR (2 FOR EACH
MAINTENANCE BAND)

4"

ROOT BARRIER 3

--

VARIES

#3x12" LONG REBAR DOWEL
AT 24" O.C.  DOWEL 3" INTO
EX. CURB AND SECURE
W/EPOXY GROUT

CONCRETE PAVING
COLOR: WESTWOOD BROWN,
SCOFIELD INTEGRATED COLOR, SEE SPECS.
FINISH: SEE SPECS.

COLOR STAMPED CONCRETE MEDIAN
SCALE:  1" = 1'-0"

CLASS II 3/4" AGGREGATE
COMPACTED TO 95% R.C.

COMPACTED SUBGRADE
TO 95% RC

EX. CONCRETE CURB TO
REMAIN IN PLACE, TYP.

EX ASPHALT
PAVING,
S.C.D.,TYP.

EX. ASPHALT PAVING,
S.C.D., TYP.

EXPANSION JOINT

1
2" TYP

#3x12" LONG REBAR DOWEL @ 24" O.C.  DOWEL 3" INTO
EX. CURB AND SECURE W/EPOXY GROUT

#3 REBAR @ 18" O.C. E.W.

5

L4.1

SIM.

VARIES

3"

1

2

5'-0"

5
L4.1

CONCRETE PAVING

CONCRETE CURB

PA PA

PA

LINEAR ROOT BARRIER
MFR: DEEP ROOT
MODEL# UB24-2 OR
APPROVED EQUAL
(800) 458--7668

PA

LINEAR ROOT BARRIER AT
PLANTING MEDIANS

PLAN

OR LESS

NOTE:
INSTALL ROOT BARRIERS AT ALL
TREES WITHIN 5' OF ALL CURBS,
SIDEWALKS, ROADS OR BUILDINGS.

3
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LANDSCAPE DETAILS

L4.2-R
22

5.  CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info
     REFERENCE NUMBER 1023-003.

1023-003

NOTES:
1.  INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
2.  ALL DIMENSIONS ARE CONSIDERED TRUE AND REFLECT MANUFACTURER'S SPECIFICATIONS.
3.  DO NOT SCALE DRAWING.
4.  FOR ORDERING DIVIDE NUMBER OF FEET NEEDED BY 9.33 TO OBTAIN THE NUMBER OF 10' PEICES NEEDED.

www.CADdetails.com

COLLIER METAL SPECIALTIES LTD
3333 MILLER PARK SOUTH
GARLAND, TX 75042
TOLL FREE: 1-800-829-8225
PHONE: (972) 494-3900
FAX: (972) 494-1605
www.colmet.com

PROTECTED BY COPYRIGHT ©2012 CADdetails.com LTD.

SIZE

10' x 6" x 1/4"

10' x 4" x 14GA

10' x 4" x 1/8"

10' x 6" x 3/16"
10' x 6" x 1/8"
10' x 6" x 12GA
10' x 6" x 14GA
10' x 5" x 1/4"
10' x 5" x 3/16"
10' x 4" x 1/4"
10' x 4" x 3/16"

10' x 4" x 12GA

COLOR/FINISH
BLACK

GREEN
UNFINISHED GALVANIZED

BROWN

UNFINISHED RAW STEEL

STEEL HEADER
SCALE:  NOT TO SCALE4

AS NOTED

METAL RAIL ON EXISTING STONE RETAINING WALL
SCALE:  3/4" = 1'-0"

EXISTING STONE
RETAINING WALL TO
REMAIN

ATTACH METAL
POST TO EXISTING
RETAINING WALL

NOTE:
1. DETAIL SHOWN AS DESIGN INTENT ONLY.  CONTRACTOR SHALL PROVIDE SHOP DRAWINGS SATISFYING ALL CODE
REQUIREMENTS AND SHOW FOOTING DIMENSIONS AND STRUCTURAL REQUIREMENTS.
2. APPLY PAINT ON METAL RAIL PER SPECS. PAINT SHALL MATCH EXISTING.
3. SPACE ALL POSTS EQUALLY
4. CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS AND SUBMIT SHOP DRAWINGS PRIOR TO FABRICATION FOR APPROVAL.
5. ALL STEEL TO BE PRE-GALVANIZED.
6. GRIND ALL WELDS SMOOTH.
7. HOLD TOP OF FENCING LEVEL, TYP.

EQ.EQ.CL CL CL

2" SQ. STEEL POSTS AND
RAILS, TYP., PAINTED SILVER
TO MATCH EXISTING

1 1/2" W X 1/2" THK STEEL
FLATBAR CROSS EMEMBVERS,
TYP., PAINTED SILVER TO
MATCH EXISTING

1" W X 1/2" THK STEEL
FLATBAR RAILS, TYP., PAINTED
SILVER TO MATCH EXISTING

1/2" X 1/2" THK STEEL
FLATBAR, TYP., PAINTED
SILVER TO MATCH EXISTING

6"
TYP.

ELEVATION SECTION

2" SQ. TUBULAR
STEEL RAIL

EX. STONE
RETAINING WALL

2" SQ. TUBULAR
STEEL RAIL

1" W X 1/2" THK.
STEEL FLATBAR
RAILS

1 1/2" W X 1/2" THK.
STEEL FLATBAR
CROSS MEMBERS

5


